NOTE:

DROP PIPE TO BE
SAME SIZE AS
MAINLINE SEWER

KOR-N-SEAL BOOT
OR APPROVED EQUAL

9 MAINLINE

DUCTILE IRON PIPE

2" STAINLESS STEEL STRAPS
MAXIMUM 3" CC
MINIMUM 2 STRAPS

C.l. 90° MJ BEND

CONCRETE BLOCKING
SEE TABLE FOR MIN.
BEARING AREA

NOTE:

.'U .

- | 1" ANCHOR BOLT
STAINLESS STEEL (4)

1. COMPLETE CORROSION PROTECTION MUST BE ASSURED.

2. GROUT KOR-N-SEAL BOOTS FLUSH TO MANHOLE.

3. GROUTING SHALL BE SUFFICIENT TO PREVENT LEAKS
BETWEEN THE PRECAST COMPONENTS OF THE
COMPLETED STRUCTURE & SHALL BE PERFORMED

INSIDE, BETWEEN & OUTSIDE OF ALL RISERS, JOINTS

& PIPE PENETRATIONS.

TYPICAL MANHOLE FOUNDATION
CONSTRUCTION

HEIGHT OF | MAXIMUM BEARING

DROP (FT.) AREA (SF.)
25-5 1.0
5.1-10 2.0
10.1-15 2.5
15.1-20 3.0
20.1-25 4.0

@ OUTSIDE DROP CONNECTION
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